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1800 813 182 www.equipco.com.au

Flow Meters

Code Description

TM10A 1" BSP In-line digital meter. Made in Europe

TT10EX
1" BSP FILL-RITE IECEx approved flammable turbine 

meter - made in USA .

K24A 1’’BSP Aluminium electronic digital flow meter

Code Description

EQ25P-P
1''BSP Aluminium pulse meter with Viton seals and 

PPS rotors. 10 - 150 LPM flow range.

EQ40P-P
1½'' BSP Aluminium pulse meter with PPS rotors and 

viton seals. 15 - 250 LPM flow range.

EQ50P-P
2" BSP threaded aluminium body pulse meter with 

PPS rotors - 30 to 500 LPM flow range.

DIGITAL FLOW METERS PULSE FLOW METERS

Large range of flow meters for accurate measurement 
of fuels.
Flow variations from 6 litres per hour to 1000 litres 
per minute.  Options available with inbuilt or remote 
displays.

TT10EX

K24A

TM10A

• 1” BSP FILL-RITE IECEx approved turbine meter for 
flammable fuels - made in USA.

• UL listed.

• Made from  Aluminium with digital display.

• For use as a inline meter at end of nozzles.

• Suitable for use with Petrol, 
Diesel and Kerosene.

• 8-132 LPM flow range.

• Accuracy +/- 1%.

• 50 PSI WP.

• Aluminium electronic digital turbine 
flow meter.

• 1'' BSP inlet/outlet.

• Bidirectional (can flow either way).

• 7-120 LPM flow range.

• Diesel use only.

• Screen is rotatable for easy 
reading.

• In-line digital turbine meter for diesel.

• 15-100 LPM flow range.

• 1" BSP female inlet/outlet.

• Accuracy +/- 1%.

• Aluminum housing.

• Large easy to read display.

• German design.

• Multi direction flow.

• 50 PSI WP.

EQ25P-P EQ40P-P

EQ50P-P

ADB25P

25P-DMD

40P-DMD

• 1''BSP Aluminium pulse 
meter with Viton seals 
and PPS rotors. 

• 10 - 150 LPM Flow Range.

• +- 0.5% Accuracy

• 1½'' BSP Aluminium pulse 
meter with PPS rotors 
and viton seals. 

• 15 - 250 LPM Flow Range.

• +- 0.5% Accuracy

• 2'' BSP Aluminium pulse 
meter with PPS rotors 
and viton seals. 

• 30 - 500 LPM Flow 
Range.

• +- 0.5% Accuracy

• Pulse meter 1" BSPF

• Oval gear stainless steel 
meter.

• 2 - 100 LPM

• Suitable for Diesel and 
Adblue

• 50 PSI WP.

• 1" BSP pulse meter with 
LCD display. 

• 2 - 100 LPM

• Suitable for diesel only

• 50 PSI WP.

• 1½" BSP digital display 
diesel meter. 

• 15-150 LPM.

• Accuracy ± 0.5. 

• Viscosity 2 - 2000 mPas

• 290 PSI WP.

Code Description

ADB25P
1'' BSPF Oval gear pulse meter, stainless steel body. 

2 - 100 LPM.

25P-DM 1" BSP pulse meter for diesel. 100 LPM.

25P-DMD 1" BSP pulse meter with LCD display. 100 LPM max.

25P-DMHF 1" BSP pulse meter. 150 LPM.

40P-DMD 1½" BSP digital display diesel meter. 150 LPM.

Fuel Equipment

• Italian made.

• Designed for installation on inlet of diesel fuel nozzle.

• 290 PSI max WP.


